New Sheet 



START J 



RECEIVE A REQUEST FOR THE 
ESTABLISHMENT OF A NEW DATA LINK FROM 
A FIRST APPLICATION 



DETERMINE WHETHER A MEASURE OF AW AVAILABLE FREE CHANNEL 
CAPACITY CORRESPONDS TO A MEASURE OF THE NECESSARY CHANNEL 
CAPACITY GIVEN BY THE PARAMETERS OF THE FIRST APPLICATION 



IF RESULT OF DETERMINATION IS 
NEGATIVE, SUSPEND ESTABLISHMENT 
OF DATA LINK, AT LEAST TEMPORARILY 



^ END ^ 
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New Sheet 

Q START j 



RECEIVE A REQUEST FOR THE 
ESTABLISHMENT OF A NEW DATA LINK FROM 
A FIRST APPLICATION 



ESTABLISH NEW DATA LINK AT A FIRST PRIORITY 'WITHOUT REGARD FOR 
CURRENT UTILIZATION OF TRANSMISSION MEDIUM 



RECEIVE A SIGNAL FROM ANOTHER 
STATION AT A PRIORITY HIGHER THAN 

THE FIRST PRIORITY REQUESTING 
SUSPENSION OF THE NEW DATA LINK 
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SUSPEND THE NEW DATA LINK, AT 
LEAST TEMPORARILY 



f END ~J 



FIG. 3 



